



RS232 operation instructor
PROPERTY RIGHTS RESERVED
1、Hardware Environment & Connections
1） For RS232 operation, the devices are as follows:

PC, RS232 Cable, DVR

If there is only laptop computer, USB to RS232 cable is required.

2） Connection Mode is as follows:

PC --- RS232 cable --- DVR

DVR to laptop computer                     DVR to pc
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2、RS232 operation

1） Run NOCM in your computer, the com set is as follows:
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2） Get the serial port information from DVR(Debug state)
  A、Restart the DVR ，press“ * ”key of your PC keyboard 3 times (upper right on number pad) when the words Hit any key to stop autoboot are on screen.
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B、Now you can enter TFTP menu, and will see DVR> in the screen
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U-Boot 1.3.1 (Sep 1 2009 - 17:24:57) - [32-bit mode]

DRAM: 256 HiB

INOR 16 HiB

In:  serial

out:  serial

Err:  serial
Serial: YA9FAG220010
HUADDRO: 5:

Frontboard use uart 2
Product type : LE_A
STH-GHAC: WICREL found

Hit_any key to stop autoboot: O
IB0R> *%S::

keep input ****** as soon as you power on the DVR




C、Type setenv appauto 0
         setenv dh_keyboard 0
save

      then you will get the RS232 information from the DVR
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[Err:  serdal =
Serial: vA9FA220610

HuADDRG: 52

Frontboard use uart 2
Product type : LE_A

STH-GHAC: MICREL Found

Wit any key to stop autoboot: ©

buR> <
e el oo = gy g

DUR> setenv dh_keyboard o) Type appauto 0
DUR> setenu appauto 8 — dh_keyboard 0
[DUR> save ol

'Saving Environment to Flash... save

Unprotecting Flash...
- done

Un-Protected 1 sectors
Erasing Flash.
Writing to Flash...
done

Protecting Flash...
- done

Protected 1 sectors type bootd to startup the DVR
IDUR> bootd





   E、Restart the DVR or type bootd to startup the DVR
Illustration below is the operation interface. 

F、When you open the RS232 information, the DVR will not startup itself, and will stop at    #PHY: 0:00 – Link is Up – 100/Full
     #
  You need to type ii to start the DVR
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[Auto Togin as root .
Foot login on “ttynse

BusyBox u1.1.2 (2009.06.23-12:32+0000) Built-in shell (ash)
Enter ‘help’ for a list of built-in commands.

#_Ph

0 - Link is Up - 100/Full

u ii type ii to start the DVR ﬁ





E、All the information can be found in the ncom log file
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3）Close the serial port information printing of the DVR
    We need to set DVR to this state before it is sent to customer

For most users they do not need to open the serial port printing of the DVR, so we must close before the DVR is sent to the users

The operation is the same

A、Restart the DVR ，Click 3 *  to enter setup interface, and will see DVR> in the screen

C、Type setenv appauto 1
         setenv dh_keyboard 1
save

    D、Restart the DVR or type booted to startup the DVR

Illustration below is the upgrade interface. 
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[Err:  serdal =]
Serial: vA9FA220010

HuADDRG: 52

Frontboard use uart 2
Product type : LE_A
STH-GHAC: MICREL Found
Wit any key to stop autoboot: ©
DUR> xx

lunknoun_command_xx' - try ‘help
DUR> seteny dn_keyboard 1
pur> seteny appauto 1
DuR> save

[Sauing Environnent to Flash...
Unprotecting Flash...

- done

Un-Protected 1 sectors

Erasing Flash.
Writing to Flash...
done

Protecting Flash...
- done

Protected 1 sectors

DUR> bootd

Type appauto 1
dh_keyboard 1
save

type bootd to startup the DVR





4）Clear config of the DVR
   Some time customer may need to clear the config of the DVR (when you can not set the right config through the DVR menu)

open the RS232 information and stop at  

#PHY: 0:00 – Link is Up – 100/Full
     #

A、 Type cd /mnt/mtd/Config to enter the Config directory

type ls to list the files 

type rm * to clear the config

type ls to list the files again
    Note: The DVR will auto popup some information, just ignore it and input what you want to input
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[Auto login as root ...
Foot login on “ttynse

BusyBox u1.1.2 (2009.06.23-12:32+0000) Built-in shell (ash)
Enter ‘help’ for a list of built-in commands.

# PHY: 0:00 - Link is Up - 108/Full

T e ————
[SLAVE INFO::ni3511_index = 8
lenc_adar == NULL

[Cd_/INE/EA/COExxxxxxxxnxexenxnxexsnxnxexsnsn

SLAVE TNFO: :nia511_index - 0
lenc_addr == NULL

ig

[ 1.

ConFig dhcp_cfg_cli passud
Config2 group PP
HDOUtPutFormatConfig network resoly.conf
VideoStandardConfig  new_ddns

# rn x

Fm: ppp: is a directory

# 15

pPP

s ——
[SLAVE INFO::ni3511_index - 0
lenc_addr == NULL





B、 Type ii to start the DVR

